
East Fork River near Big Sandy, Wyoming (Leopold and Emmett, 1997)

Little Granite Creek near Bondurant, Wyoming (Ryan and Emmett, in press)

Maggie Creek (F4) - Nevada

0

0.05

0.1

0.15

0.2

0.25

0 10 20 30 4

Discharge (m3/s)

U
ni

t B
ed

lo
ad

 T
ra

ns
po

rt
 (k

g/
m

/s
)

0 50

Measured
Predicted Pagosa
Power (Measured)

Note: Fixed width at 
bedload cross section

0

20

40

60

80

100

120

140

0 100 200 300 400 500

Discharge (cfs)

B
ed

lo
ad

 T
ra

ns
po

rt
 (t

on
/d

ay
)

600

Measured

Pagosa Predicition

Power (Measured)

0

1000

2000

3000

4000

5000

6000

0 100 200 300 400 500 600

Discharge (cfs)

Su
sp

en
de

d 
Se

di
m

en
t (

m
g/

L)

700

Measured

Pagosa Prediction

Power (Measured)

0

20

40

60

80

100

0 5 10 15 20 25 30

Discharge (m3/s)

Su
sp

en
de

d 
Se

di
m

en
t  

(m
g/

L)

35

Measured

Pagosa Prediction

Power (Measured)

0

50

100

150

200

0 100 200 300 400

Discharge (cfs)

B
ed

lo
ad

 T
ra

ns
po

rt
 (t

on
s/

da
y)

500

Measured

Predicted Pagosa

Reported Curve

0

200

400

600

800

1000

1200

0 100 200 300 400

Discharge (cfs)

Su
sp

en
de

d 
Se

di
m

en
t (

m
g/

L)

500

Measured

Pagosa Prediction

Reported Curve

Figure 58.  Examples of predicted versus measured sediment data using reference dimensionless rating curve.
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